
The smart way of heating the connected home
Monitor, manage, and control the comfort and budget of the home to actively 

participate in the fight against fuel poverty.  

Creat ing innovat ive  so lut ions  for  ambient  comfort

Feel the difference

NEW!
The connected 
thermostat for the 
connected home!

Remotely-controlled 
with MYNEOMITIS

Compatible with

Alexa from Amazon 
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Connected solutions

The simplicity of thermal 
comfort within earshot! 

Remote control of heating 
through voice control

Control by voice all your 
heating devices with 
MYNEOMITIS!

OK Google, tell us a little 
about yourself...

Voice control is a revolution in every field because it is able to simplify a user’s life without 
them physically interacting with a product. Today, Néomitis® is making voice control accessible 
in the heating sector. As all Néomitis® devices, once connected, can now be controlled simply 
by voice.

... There are so many common operations that you can now do on your heating device, without 
hands and freely. The device obeys the voice and reacts remotely in the seconds that follow 
with the voice assistant.

Alexa, set the 
kitchen to 20°C

OK

Turn on, turn off, raise or lower the setting temperature, 
change the operating mode ...

Control 
your heating

Ok Google, what is the temperature 
of the bathroom?

The temperature of the 
bathroom is set to 21 ° C

To know the setting temperature of a device, 
a room...

Enquire about your programmed 
heating levels 

The Google Assistant is a free personal assis-
tant that allows you to use the voice command 
to ask questions, to search, but also to control 
different devices and connected objects.
Talk to the Google Assistant who will then 
forward the order to your installation. The 
Google Assistant is available for free through 
its mobile app for smartphones and tablets 
(Android and iOS) and on the following de-
vices: Google Home, Google Home mini.

To control your heating de-
vices by voice, they must be 
connected to internet.
Thanks to our mobile ap-
plication MYNEOMITIS is 
compatible with the voice 
assistant of Google and 
Alexa; you can now enjoy 
the control of heating your 
entire heating system by 
using your voice!

Find out more 
on how to 
control your 
MYNEOMITIS 
installation... 

Free service
Very handy, the Google Assistant mobile app for Android and iOS incorporates a free, fast 
and easy-to-use voice recognition feature on your smartphone!

Smart heating, accessible to the greatest number of 
users!

Always striving to offer you the best services, Néomitis® 
is compatible with the world leaders of voice recognition, 
the voice assistant of Google and Amazon Alexa.

Compatible with

Alexa from Amazon 
the Google 
Assistant

Amazon 
Alexa
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Connected solutions

Be informed

Understand Interact

Forecast

Monitor, manage, and control the comfort and budget of 
the home to actively participate in the fight against fuel 
poverty.

The smart way of heating  
the connected home

Free app downloadable from Apple IOS and 
Android platforms
MYNEOMITIS  is a smart way to control your home by, remotely 
managing your heating, guaranteeing your comfort, monitoring 
your heating budget, understanding and forecasting for perfect 
control and comfort. 

Up to

1000
products controlled by our free 
MYNEOMITIS mobile application

Highly secure cloud

 
Smart Wi-Fi Hub 
Because we wanted to make your life 
easier by making it possible to connect 
devices of the past to the Internet. 

 Fluid Curved
Smart radiator with 

thermal fluid, warmth heat
Revolutionary interface, ergonomic and 

intuitive, full colour touch screen with 
customisable display.

Innovative products with local intelligence: control, anticipate, 
optimise and view product activity via the Internet/ MyNeomitis app. 

An open, compatible  and highly 
secure ecosystem
Intelligence is distributed and localy inte-
grated in each product of your home, so that 
a demand is always taken as close to the 
need, the optimized operation is therefore always guaranteed 
even without Internet connection. 

A smart and upgradeable system to better adapt and respond 
to your future needs.  
With the regular updating of products and servers this allows for changes to be applied and 
to guarantee the highest level of product performance ensuring a high quality experience!

NEW !
Control your 

comfort levels  
by voice!
See page 3

Connectable  
to internet

through your Internet 
router without any other 

accessory

Directly

Compatible with

Alexa from Amazon 

 
Smart digital 
room thermostat
Full colour touch screen with a customi-
sable display, automatically adapts to 
the devices it controls, automatic pro-
gramming with self-learning process
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For each of you: users, social and private landlords, syndicates, 
installers...
Whatever your profile, MYNEOMITIS is a single interface 
which self-adapts to meet your needs.

Our goal*: adapted services 

  Be informed and warned in real time.

   Analyse and forecast future consumption.

  Anticipate and monitor budget by changing behaviours.

  Programme and optimise  to improve comfort.

 Be able to interact at any time and to face the unexpected.

Users

Common-sense and free services to: inform, forecast, anticipate, 
optimise , warn, and act

Easy comfort, sustainable savings, budget control.

Be informed View Analyse Understand

New !
Control your comfort level by voice  
thanks to MYNEOMITIS!
See page 3

Compatible with
Alexa from Amazon 

  View, Analyse, understand, forecast, anticipate.
  View the information of a dwelling, a building, housing stock.
 Be warned in real time of an event, trigger an intervention if necessary.
  Control and be able to interact, update, modify, manage if necessary.
  Have detailed and consolidated consumption reporting.
  Prove the accuracy of investments by measuring return times.
  Diagnose and Analyse to benefit from experience effects.
  Create a case study summary to motivate tenants and investors

Owners - Landlords - Syndicates
Anticipate and control budgets to facilitate rental management. 

The solution for optimised reporting and management of the 
energy category in social and private housing. 

  View the status of installed housing stock per building, per customer.
  Be warned of an event.
  Analyse and remotely diagnose without moving.
  Act remotely to intervene, in a few minutes from a smartphone, tablet, PC, 

laptop.
  Offer services, extended warranty, and maintenance. 
  Also benefit from the technical support of Néomitis® engineers.

Maintenance - Installers

Optimise  your time, improve your profits and bring both res-
ponsiveness and efficiency which will make you essential to your 
customers.

Provide solutions by remote monitoring, diagnosing and 
intervening without moving or disturbing the end user. 

Optimise Act Forecast

Up to 1000 products controlled by our free MYNEOMITIS mobile application 

Connected solutions

* Because we developed an upgradeable system, features mentioned in this document can be already available or in development.

Connected solutions
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Interoperability - Cloud to cloud

It is also the opening to other 
applications

Because we think it is important to make 
your daily life easier and because we de-
signed an upgradeable system, Myneo-
mitis will allow you to control other ap-
plications such as lighting, ventilation, 
domestic hot water... 

Smartgrids compatibility, actively participate in the 
energy transition
Our Cloud has been designed to be connected to energy distributors in 
order to participate in the management of heating peaks and the reduc-
tion of energy losses.

Weather service for forecasting and 
optimising heating management 
Geolocalised weather forecasts with precise and detailed in-
formation appraised by meteorologists: temperature, wind, 
sunshine...
With MyNeomitis, your installation will adapt itself according 
to today’s weather and anticipate the weather of future days. 

MYNEOMITIS, a secured system by design
  Data security, MYNEOMITIS  choice for protection: the data hosting is 
located in France. French laws, which are among the most protective in 
the world, protect personal data and preserve individual liberties. For 
more information, visit www.cnil.fr/en/home.

  Security also lies in the design of the CLOUD:
 -  Innovative system that divides information into a multitude of virtual 

safes.
 -  Encryption of data in a very protective level.
  -  4 secure SSL barriers in addition to the protective barrier of your smart-

phone, computer or tablet.
 -  Protection with DDos system (Distributed Denial of services).

  Backup security: the leader of secure hosting OVH. For more information, 
visit www.ovh.co.uk.

Connected solutionsConnected solutions
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A real interface between you and your home, 3 levels of global 
view are offered: from home to device

An ergonomic and 
intuitive app

Global view
All connected devices in your home

View and understand
 Status, operation.
  Current and planned modes (presences, absences, holi-
days…). 

 Setting temperatures...
  Measure temperatures in real time: current ambient tem-
perature, minimum, maximum.

 Access to weather forecasts.

Be informed in real time
  Notifications and news feeds warn you about events on your installation.
  Be warned when an opened window is sensed,, a disconnection, and of unusual consumption...

Manageremotely unexpected events
  Leave unexpectedly? Unexpected departure: switch all the 
home to Eco mode for maximum savings.

  Come back sooner? Early return: switch all the home to 
Comfort mode to have the right temperature when returning 
to home.

Control your installation
  Interact with a home, an area or a device.
  Quickly and easily programme your heating or allow your, 
MyNeomitis devices to do this for you. 

  Set, define priorities.
  Apply an operating mode (Auto, Comfort, Eco, Forst protec-
tion, Boost).

  Change setpoint temperatures.

Home

Partial view
A part of your home including several 

connected devices

Area

Only one connected device

Precise view

Cloud sécurisé 
MYNEOMITIS

Device

Adjustable to all screen sizes, 
smartphones, tablets and PC 

compatible.  

Responsive interface

Optimise  consumption 
  With a single movement, view consumption in kWh or in £.
  3 levels of analysis, home, area or device, macro or micro view to satisfy the most demanding 
users.

  Monitoring, understanding, analysing its consumption:
 -  Simple and detailed graphs over a certain period (day week, month, year) with the real consump-

tion of home, area or device.
 -  Comparison with the previous period (day week, month, year) to better measure your savings.
 -  To better monitor your expenditure, an energy savings assistant integrated in the app recom-

mends ways in which you can reduce your energy bill. 
  Soon: MYNEOMITIS is also a predictive system of anticipation and optimisation of consumption 
to reduce the home energy expenditure.

With Myneomitis, common sense goes hand-in-hand with ergonomics, navigation is easy and 
intuitive, it is by listening to you why we invented it.

Up to

1000
products controlled by our free 
MYNEOMITIS mobile application

Find out how to control your 
MYNEOMITIS installation with...

Thermal comfort within earshot!
Thanks to MYNEOMITIS, all of our Néomitis® devices - once connected, can now be controlled 
simply by voice commands. Talk to the vocal assistant to control your heating devices by voice 
or even ask questions about your installation. Don’t wait any longer, adopt the voice control 
feature to simplify your home comfort without lifting a finger!

Compatible with

Alexa from Amazon 
Google AssistantAmazon Alexa

Connected solutions
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  Latest-generation advanced and optimised electronics 
 Rugged and designed to last.
  Equipped with an OTA processor for the software remote update.
  Optimisation, monitoring  and measurement of internal temperatures, safety and relia-

bility.
 Permanent backup of settings in case the mains power supply goes off.
  PID  controller: this means stable and accurate temperature all year round.

1

2

3

4

1  Ergonomic and intuitive interface, full 
colour touch screen with customisable 
display.

3 Simplified and intuitive menu access.

4 "Home" button to come back to the main 
display or to select an operating mode.

2
Independant button located on the side to 
put the device in operation or in standby 
mode (sound signals for the visually im-
paired).

Intuitive, ergonomic and auto-adaptative

A single revolutionnary 
interface! 

Product
S M A R T
thanks to the EcoSens2® technology

Assist, adapt, combine comfort and energy savings
 Setting-up assistant: configure the main settings in a few minutes.
  User profile monitoring: home, hotel, offices, public building to adapt to each need.
  Gauge and power consumption indication in kWh.
  Open window detection and manual activation of the ventilation cycle.
 Several operating modes.
 Smart ambient temperature sensor adjustment with automatic compensation.

Wide angle and high sensitivity occupancy detector

A new user experience 
 Several user profiles.
 A single interface.
 Settings adapted to each need.
 Auto-adaptivity according to the profile.

EcoSens2 ®

Innovation Pack

Occupancy detection
Dual optimisation feature

Automatic programming 
with self-learning process

Connected solutions
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Connected solutions

A concentration of technologies for comfort and lower energy consumption! 
The innovative EcoSens2® pack will be soon adapted to all Neomitis smart heating 
devices.

Discover
The innovative EcoSens2® pack
Six years ago, Neomitis® launched the EcoSens® technology with its many features that have not stopped evolving ever since. Every year, we are 
working to complete our feature pack with more and more innovations for comfort and energy savings.
A single logic, the common sense: we listen to you and take into account each of your comments. Thanks to our advanced software engineering 
department, we are able to modify in real time the products with a maximum reactivity.
For this new heating season, we show you our latest developments, even more innovations, ergonomics and energy savings with the 
EcoSens²® innovation pack.

Occupancy detection
Programme your heating as you like! 
Because we are all different, we wanted 
to let you choose!

Custom programming
Decide for each day the right times by creating your own 
programme.
You can create for each day of the week Comfort and Eco periods 
according to your needs.
Self-adaptability, self-programming, flexibility, freedom, making 
your own choices to combine comfort and savings: adapted pro-
gramming can generate up to a 25% consumption savings! 

The easiest solution for irregular occu-
pancy patterns: managing unexpected 
events and saving money a few min-
utes after your departure!
Thanks to their high-performance in-
frared motion detector, equipped with 
a Fresnel lens specially designed for 
this application, Neomitis® smart devic-
es optimise  the heating management.
They detect movements in the room 
where they are installed and in case of absence, automatically and pro-
gressively reduce the setting temperature in successive steps.
This avoids unnecessarily heating unoccupied rooms, saving money 
without compromising your comfort! 
After 3 days of inoccupancy, the device switches to frost protection: ide-
al in the rental of holiday homes, in case your tenant forgets to lower the 
heating before leaving. 
When a presence is detected in the room, the device returns automati-
cally to its initial mode to bring the level of comfort desired: Its reactive 
so allows for the management of unexpected events! 

20min. 40min. 60min. 72h

19°C
18°C

17,5°C
17°C

7°C
7°C

-2°C

17°C

-1,5°C

17,5°C

-1°C

18°C19°C

Time

Setpoint
temperature

Detected 
absence

Detected 
presence

Comfort

Comfort -1°C

Comfort -1,5°C

Comfort -2°C

Frost protection

Occupancy detection operation

My EcoSens®: automatic 
programming

We take care of 
everything, you have 
nothing to do, let your 
smart device work on 
your savings
As soon as they are put into 
operation and without any 
prior adjustment, the heat-
ing devices equipped with Ecosens² technology adopt a learning 
mode, this enables them to understand and memorise your life pat-
terns: detecting and adapting to periods of absence and presence. 
The initial learning phase lasts 7 days, but the product will perpetu-
ally learn and adapt to changes in your occupancy patterns, adapt-
ing week after week to optimise  to any changes. The product intel-
ligent algorithm Analyses this information in real-time in order to 
optimise  and adapt the program for the coming weeks. 
The goal: to simplify your life, to anticipate your comfort needs and 
to continuously maximise energy savings.

PID technology
The high-performance algorithms developed by our engineering teams 
guarantee a level of excellence in control.
  Our performance coefficients and our certifications attest.
  Stability of the desired temperature throughout the seasons, very low 

amplitude, precision and accuracy guarantee an optimal feeling of 
comfort.

Open window detection
Energy is valuable do not waste it!
  Automatic detection: when a window is opened, if the device in-

stalled in the room detects a significant drop in temperature, it will 
switch to frost protection mode.

  Manual ventilation cycle: you can also control you ventilation cy-
cle by starting a lowering cycle in frost protection mode by press-
ing a button.

OPTI ECO or OPTI COMFORT, because even if we design smart 
products to make your life easier, you decide.
Optimise  your programming by favouring comfort or savings: 
Dependent on various parameters: inertia of the room, ambient 
temperature, desired temperature, seasonality, the device will cal-
culate and optimise  its programming for the periods of comfort and 
economy (Eco) depending on your preference:
  Whilst in the OPTI ECO (priority to savings) mode, the processor 

within the device will calculate the best compromise to guarantee 
maximum energy efficiency throughout the programmed periods 
of temperature variation (increase / decrease). This mode effec-
tively accepts a slight reduction in the temperature levels both at 
the beginning and the end of the comfort periods, to maximize 
energy savings. 

  Whilst in the OPTI COMFORT (priority to comfort) mode, the 
processor within the device will calculate the best compromise to 
guarantee maximum user comfort throughout the programmed 
periods of temperature variation (increase / decrease). This mode 
will look to anticipate and maintain the set comfort temperature 
during all detected periods of occupancy within the area.

Dual optimization featureOPTI

Gauge and power consumption 
indication

The right combination for an eco-friendly behaviour, control with the 
right information. Understand and be informed to act!
  Gauge consumption, to inform: Depending on the temperature set, a se-

lector indicates the level of energy consumption by positioning itself in 
front of a color: 

 •  Red = High temperature level: it is advisable to significantly reduce 
the setting temperature

 •  Orange = Average temperature level: it is advisable to slightly reduce 
the setting temperature

 • Green = Ideal temperature
  You can situate your energy consumption level snapshot.

  Consumption indication accumulated in kWh: Neomiti’s smart devices 
are also equipped with an indication of energy consumption in kWh, 
enabling the user to see the estimated number of kWh consumed for 
each device at any time.

Setting temperature limit
Control, define latitudes, you decide! Reduce the setting temperature 
down by 1°C can save up 10% of your energy bill. 
  In Comfort mode, the setting temperature is preset at 19°C. For even 

greater savings, you can limit the adjustement of this temperature by 
introducing a maximum and minimum settings.

  To avoid, for example, theft of calories in the rental, to leave a choice 
of temperature comfort but without exaggeration, to avoid abuses…

  In Eco mode, the maximum limit of the setting temperature is 19°C.

Locking 
"Lock" feature, child anti-tamper or PIN code lock, Neomitis® offers 
features for all:
  PIN code lock, special security for social and private rental housing 

that also participates in the control of consumption. Neomitis® smart 
devices can be protected by a customizable PIN code which, when ac-
tivated, prevents access to specific settings (access to Comfort mode, 
programming, etc...).

  Child anti-tamper"LOCK", to prevent unintentional changes in the set-
tings, access to the keypad is locked, only the standby button remains 
active (standard requirement).

All of these innovations have enabled Neomitis® smart devices to reach the CE certification. From the beginning, both quality and perfor-
mance of our products allow us to offer you an exclusive and premium warranty of 3 years.

Programming on-demand

1
2
3
4
5
6
7

Choose from a selection the programme adapted to your life pat-
terns.
You can implement for each day of the week, one of the 5 preset and 
available programmes.

COMF
Permanent Comfort 24h/24

6.00am 6.00amComfort

ECO
Permanent Eco 24h/24

6.00am 6.00amEco

P1 Comfort Eco6.00am 6.00am10.00pm

Comfort from 6.00am to 10.00pm

Eco from 10.00pm to 6.00am

P2 6.00am 6.00am9.00am 4.00pm 10.00pm

Comf.Comf. Eco Eco
Comfort from 6.00am to 9.00am

Eco from 9.00am to 4.00pm

Comfort from 4.00pm to 10.00pm 
Eco from 10.00pm to 6.00am

P3
6.00am 6.00pm 6.00pm8.00am 2.00pm12.00am 11.00pm

Comf. Comf. Comf.Eco Eco Eco

Comfort from 6.00am to 8.00am

Eco from 8.00am to 12.00am

Comfort from 12.00am to 2.00pm

Eco from 2.00pm to 6.00pm

Comfort from 6.00pm to 11.00pm

Eco from 11.00pm to 6.00am
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 Benefits
   Directly connectable to the internet through your in-
ternet router without the use of any other accesso-
ries.  

  Can be remotely-controlled by your smartphone, tablet 
or computer and by voice with the MYNEOMITIS free 
application.

  Full colour touch screen with easy to read and custo-
misable display. 

  Extra flat design, flush fitting when wall mounted. 
  Versatile: control of electric or hydraulic system (ra-
diators, under-floor heating...), in heating or cooling 
mode.

  Auto-adaptive: automatic selection of the control 
type according to the environment.

 Innovative occupancy detection.
  Auto-programmable with dual optimisation feature. 
 Power consumption indication estimated in kWh.
 Measured humidity rate.
  EcoSens2® innovation pack, comfort, performance and 
energy savings (see pages 14 and 15).

N E W

 Stat
In a few words ... 
Myneo Stat includes a concentration of technologies which are designed for your comfort and to decrease your energy consumption whilst making your life 
easier. Myneo Stat allows you to directly connect to the Internet through your Internet router, without the involvement of any other accessories, the Myneo 
Stat can be remotely controlled by your smartphone, tablet, computer or by voice thanks to the MYNEOMITIS free app. Its full colour touch screen is advanced, 
intuitive, easy to use and can adapt to all user profiles. 
Thanks to the auto-programming feature, Myneo Stat will automatically adapt to your lifestyle by forecasting your comfort needs and saving you money. The 
duel optimization feature allows you to optimise  your programming by favouring your comfort or savings. 
In new build or renovation, Myneo Stat is recommended for both private and rented accommodation thanks to the occupancy detection and lockable features. 

Finally enjoy control without effort! Smart, autonomous and connected, Myneo Stat 
takes care of your heating and air conditionning installation for you!
Let it works alone for your comfort and savings... 

 Extra flat design   Full colour touch screen   Multi-application interface
 Automatic programming with self-learning process   Free voice-control

iOS/Android 
free app

Control by voice  
thanks to MYNEOMITIS
See page 3

Compatible with

Alexa from Amazon 

3 years
warranty

Stylish and
slim

Compatible with most heating 
installations

PID technology Low energy consumption

Power consumption
indication estimated in 

kWh

Can be remotely- 
controlled

Control of electric or 
hydraulic installation

Occupancy
detection

Cost
efficiency

Energy
efficiency

 Features
  Selection of the controlled system:   
 - Energy type: Hydraulic, Electric…
 - Heat emitter type: underfloor heating, radiator…
 - Control type: control by ambient temperature and/or temperature limitation.
  Selection of the controller type:   
 - Manual: On/Off or Proportional Integral Derivative controller.
 -  Automatic: self-diagnosis and choice of regulation type depending on the environment.
  EcoSens²® innovation pack, energy savings (see pages 14 and 15) in addition to the pack + 

features:
 - Occupancy detection.
  - Automatic programming with self-learning process.
 - Dual optimization feature.
 7 day and daily programme: 10 preset and customizable programmes.
 Power consumption indication estimated in kWh.
 Humidity measurement in the room where the thermostat is installed.
  Operating modes: Auto, Comfort, Eco, Frost protection, Boost and programmable holidays.
  Heating/cooling mode management: automatic setting and adjustment of 
 settings temperatures.
 Permanent backup of settings.

   Optional: additional remote sensor dedicated to the floor, as part of underfloor 
 heating control.

3 large buttons with markings for simple 
installation control:

        -  - and + buttons for setting the setpoint 
temperature.

        - Mode button for choosing the operating  
   mode of the installation.

Easy to use !

 Power supply 230V AC +/-10% 50Hz.
 Voltage-free relay output: 10A 230V (resistive load).
 Connection provided to achieve a load-break relay output.
 Type of control:
 - ON/OFF.
 - Proportional Integral Derivative adapted to the transmitter type.
 OTA processor for the software remote update.
  Permanent backup in case the mains power supply goes off.

 Technical specifications
 Environment:
 - Operating temperature: 0°C to +50°C.
 - Storage temperature: -20°C to +60°C.
 - Class II (when the product is wall mounted).
 - IP20.
 Manufactured on ISO 9001 V2015 certified site.
 Standards:

RED - Safety RED - EMC RED - RF RoHs
EN60730-1
EN60730-2-9 
EN62311

ETSI EN301489-1 
ETSI EN301489-17 ETSI EN300328-1 EN50581

References Designations Heights
(mm)

Widths
(mm)

Depths
(mm)

Gross 
weights (Kg)

ERTFA Wired programmable, smart and connected digtal room thermostat, white 87 87 19,5 0,27
ERTFBA Wired programmable, smart and connected digtal room thermostat, black 87 87 19,5 0,27
EXSEA External sensor 5 meters class II, white - - - 0,22
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 Fluid Curved

Maintenance
free

Comfort surface
temperature

PID technology Low energy
consumption

Designed
in France

3 years
warranty

10 years warranty
Aluminium alloy

heater body

 Benefits
   Directly connectable to Internet through your 
Internet router without any other accessory.

  Can be remotely-controlled by your smart-
phone, tablet or computer and by voice with the 
MYNEOMITIS free application.

  Full colour touch screen with customisable dis-
play, easy to read.

  Also available in anthracite grey, this trendy and 
contemporary finish will match perfectly in a 
pure design living room.

   Extra-flat occupancy detector, dual occupancy 
detection.

  Auto-programmable with dual optimisation fea-
ture.

  EcoSens2® innovation pack, comfort, perfor-
mance and energy savings (see pages 14 and 
15).

Exclusive style, gentle warmth, combinated with the connected efficiency, 
alliance between comfort and savings

N E W

iOS/Android
free app

Control by voice  
thanks to MYNEOMITIS
See page 3

Compatible with

Alexa from Amazon 

S O O N

 Fluid 
Curved online

In a few words ... 
Myneo Fluid Curved includes a concentration of technologies designed for your comfort and to decrease your energy consumption while making your life 
easier. Directly connectable to the Internet through your Internet router, without any other accessory, Myneo Fluid Curved can be remote-controlled by your 
smartphone, tablet or computer and by voice thanks to the MYNEOMITIS free app. Its full colour touch screen is a revolution, intuitive and easy to use, it can 
adapt to all user profiles. Thanks to the auto-programming feature, Myneo Fluid Curved will automatically adapt to your lifestyle by forecasting your comfort 
needs and saving money. The dual optimization feature allows you to optimise  your programming by favouring comfort or savings.
In new build or renovation, Myneo Fluid Curved is recommended for both private and rented accomodation thanks to the occupancy detection and lockable 
features.

2 patented  
wall-mounting

brackets

Can be remotely- 
controlled

Cost
efficiency

Child
anti-tamper

Help for the visually
impaired

References Powers
(W)

Heights
(mm)

Widths
(mm)

Depths*
(mm)

Elements
number

Gross weights
(Kg)

White version
PC0754A 750 580 589 80/96 6 15,1
PC1004A 1000 580 670 80/96 7 17,2
PC1254A 1250 580 832 80/96 9 21,4
PC1504A 1500 580 913 80/96 10 23,5
PC2004A 2000 580 1155 80/96 13 29,8

Anthracite version
PC0754ANA 750 580 589 80/96 6 15,1
PC1004ANA 1000 580 670 80/96 7 17,2
PC1254ANA 1250 580 832 80/96 9 21,4
PC1504ANA 1500 580 913 80/96 10 23,5
PC2004ANA 2000 580 1155 80/96 13 29,8

* For the depth of Myneo Fluid Curved installed, add 30 mm to the value of its depth.

Energy
efficiency

 Technical specifications
  Aluminium alloy heater body, epoxy paint, white or anthracite grey finish.
  Mineral oil high performance, very low cold viscosity without organic addi-

tive (rot), resistant to oxidation and excellent thermal conductivity: long life, 
maintenance free.

  Patented automatic lock, easy and quick to install, anti-tilt safety: dual fix-
ing on wall-mounting brackets in painted steel, physical and mechanical 
performances, high temperature resistance.

 Drilling template supplied.
  Proportionnal Integral Derivative control, triggered by a triac with OTA pro-

cessor for the software remote update.
 Overheating protection.

  6-order pilot wire: stop (standby mode), Frost protection, 
Comfort, Comfort -1°C, Comfort -2°C, Eco, compatible with 
energy programmer.

  Permanent backup in case the mains power supply goes off.
  Manufactured in France on NF certified site.
  CE, IP24, Class II.
 Standards: 

Safety EMC RF RoHS

EN60335-1 ; EN60335-2-30 ; 
EN62233

ETSI EN301489-1 ; 
ETSI EN301489-17 ETSI EN300328-1 EN50581

 Features
 Power on/standby mode.
  Operating modes: Auto, Comfort, Eco, Frost protection, Boost and programmable  

holidays mode.
  EcoSens²® innovation pack, energy savings (see pages 14 and 15)  

in addition to the pack + features:
 - Occupancy detection.
  - Automatic programming with self-learning process.
 - Dual optimization feature.
 7 day and daily programme: 7 preset and customizable programmes.

 Permanent backup of settings.

  Optional: Floor mounting possible thanks to the lockable mounting feet.
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Connected solutions

Control by voice  
thanks to MYNEOMITIS
See page 3

Compatible with

Alexa from Amazon 

Pilot wire 
version

Heati ng devices monitoring

Other appliances monitoring

 Benefits
  Directly connectable to Internet through your Inter-
net router without any other accessory.

  Can be remotely-controlled by your smartphone, tablet 
or computer and by voice with the MYNEOMITIS free 
application.

  Available in 2 versions:
 -  Pilot wire version: heating appliances control (radia-

tors, radiant panel heaters, towel rails, etc.).
 -  Relay version: other appliances control (hot water 

tank, lighting, heating devices without pilot wire, 
watering).

  Consumption measurement in kWh.
  Occupancy detection.
   3 choices of installation: semi-flush mounting, wall 

mounting with conduit on the right or left of the de-
vice.

   Compatible with the large majority of the market 
heating appliances, with or without pilot wire.

N E W

 Link
Make all the devices of the past connectable to Internet and  
remotely-controllable ! Change standard products into connected devices

3 years
warranty

Maintenance  
free

Low energy 
consumption

iOS/Android 
free app

Relay 
version

PROTECTED DESIGN

PROTECTED DESIGN

EUROPEREGISTERED 
 MODEL

 Multi application interface   Occupancy detection   Consumption measurement

In a few words ... 
Thanks to the pilot wire version of Myneo Link, you can change the whole of heating appliances with 4 or 6-order pilot wire into connected 
products.
Thanks to the relay version of Myneo Link, you can connect and remotely control products such as hot water tank, ventilation, lighting...
The new innovative features will help you to save energy, lower your heating and electricity bills while making your life easier. Directly Connec-
table to Internet through your Internet router, without any other accessory, Myneo Link can be remotely-controlled by your smartphone, 
tablet or computer and by voice thanks to the MYNEOMITIS free app. The occupancy detection will allow you to optimise  the management 
of your existing heating for energy savings without losing comfort.
Myneo Link is recommended for both private and rented accommodation thanks to the occupancy detection and lockable features.

Power consumption indication 
estimated in kWh

Can be 
remotely-controlled 

Multi  
applications

Occupancy 
detection

Cost 
efficiency

Energy 
efficiency

 Features
 Power consumption indication estimated in kWh.
 Occupancy detection.
  Pilot wire version for heating devices control: Wall connection that generates orders via the pilot wire:
 - 6-order available: Comfort, Eco, Eco-1, Eco-2, Frost protection, Standby;
 - 1 special Boost order for towel rails (depending on version).
  Relay version for other applications control (hot water tank, lighting, heating devices without pilot wire, 

watering):
 - Phase cut-off contact 10 A.
 - Dry contact.
 2 buttons equipped with tri-color LEDs indicating the different status:
 - Button 1: Internet pairing, connection status;
 - Button 2: test, manual override, status indication.
  Quick and easy to install: wall mounting or semi-flush mounting.
 Guided wiring, protected and non-visible through the aesthetic conduit (supplied).
 High protection rating: IP44, Myneo Link can be used in any room, even in the bathroom.

   Optional for the relay version: possibility to connect an ambient temperature sensor, for use in 
thermometer mode or integrated controller mode.

References Designations Heights
(mm)

Widths
(mm)

Depths
(mm)

Gross weights
(Kg)

EWSPA Smart Wi-Fi Hub  - pilot wire version 89,5 90 19 0,27
EWSRA Smart Wi-Fi Hub  - relay version 89,5 90 19 0,27
EXSEA Additional remote 5 meters - - - 0,22

 - Class II (after wall mounting).
 -  IP44 (EN60529, when the product is wall mounted).

 Manufactured on ISO 9001 V2015 certified site.

 Standards:

 Technical specifications

RED - Safety RED - Radio RED - EMC RoHS
EN60730-1; 
EN60730-2-9;  
EN62311

ETSI EN300328-1 ETSI EN301489-1;  
ETSI EN301489-17 EN50581

 Power supply: 230V AC ±10%, 50 Hz:
 - Pilot wire version: Heating device, max 2000W.
 -  Relay version: Voltage-free relay output:  10A 230V (resistive 

load).
 - OTA processor for the software remote update.

 Environment:
 - Operating temperature: 0°C to +50°C.
 - Storage temperature: -20°C to +60°C.

Semi flush mounting for new 
build or home renovation 

Left or right wall mounting for 
home renovation 

online
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Feel the difference

NEW! 

Innovative electric 
radiator, directly 
connectable to your 
internet router!

NEW!
Combination of a 
stylish design and 
peak performance


